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Product Information Finishing Auxiliaries 
 

Evo® Soft UC 100 

 

Function Highly concentrated softener that can be emulsified in cold water; for use 
on all natural and synthetic fibres; specifically developed for exhaust 
application. 

Properties - very soft, smooth handle 

- for exhaust application; also suitable for pad application 

- can emulsified very easily in cold water 

- virtually no impact on shade and colour fastness 

- does not impair whiteness at temperatures up to 150°C 

- may impair the whiteness of optical brightened articles 

- good compatibility with cationic and nonionic products 

Chemical Characteristics Fatty acid condensation product 

Technical Data Form supplied: pale yellowish flakes 

pH (10%): 3 - 5 

Ionicity: cationic 

Shelf life: 1 year in original closed containers. 
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Application  

 Emulsification procedure for a 10% stock emulsion 

Add 1-2 g/l acetic acid to hot water (90-95 °C). Add 10 kg Evo Soft UC 
100 while stirring. Stir 30 - 45 min, then continue to stir for cool down 
until room temperature.  

 
Exhaust application 

Overflow , jig: 

Softening of piece goods 

0.1 - 0.5% Evo Soft UC 100 

Liquor pH:  4.5 - 5.0 

Liquor temperature: 20 - 40°C 

Treatment time: 15 - 20 min 

Drain 

Dry at 120 - 140°C 

Drum washing units: 

Softening of garments (e.g. denim garments) in the rinsebath: 

2 - 10  g/l  Evo Soft UC 100 (10% stock emulsion) 

Liquor pH:  4.5 - 5.5 

Liquor temperature: 20 - 40°C 

Treatment time: 10 - 20 min 

Drain, tumble-dry 

 
Pad application 

1  g/l acetic acid 60% 

2 - 5 g/l Evo Soft UC 100 

Dry at 120 - 140°C 
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Telephone         +90  216 544 15 00 
Fax(sales)         +90  216 339 90 48  

Fax (marketing)            +90  216 339 90 63 

DyStar.Auxiliaries@DyStar.com 

www.DyStar.com 

 

This information and our technical advice - whether verbal, in writing or by way 
of trials - are given in good faith but without warranty, and this also applies 
where proprietary rights of third parties are involved. Our advice does not 
release you from the obligation to check its validity and to test our products as 
to their suitability for the intended processes and uses. The application, use 
and processing of our products and the products manufactured by you on the 
basis of our technical advice are beyond our control and, therefore, entirely 
your own responsibility. Our products are sold in accordance with our General 
Conditions of Sale and Delivery. 
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