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Product Information Laundry Auxiliaries 
 

Lava® Jeans PRO 100 
 

Additive to prevent yellowing 

 

Function Reduces tendency of Indigo-dyed fabrics to yellow during storage. 
Improves the handle of denim. 

Properties - prevents yellowing and fading of textiles dyed with Indigo 

- gives a very soft, smooth handle  

- practically no impact on fastness properties  

- does not normally cause a change of shade 

- does not cause yellowing of the goods at normal drying or fixation 
temperatures up to 140°C 

- may influence the whiteness of optically brightened fabrics 

Chemical Characteristics Fatty acid derivative 

Technical Data Appearance: yellow granulate 

pH(5%): 4 - 5 

Ionicity: Cationic 

Shelf life:                       24 months in orginal container          

Protect from heat or sun 

Protect against humidity 
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Yellowing and fading of Indigo-dyed fabrics during storage is a problem in 
the denim industry. It may be caused by exposure to light or radicals such 
as nitrogen oxides and ozone. This results in yellowish Indigo 
decomposition products that can be washed out, leaving lighter colored 
areas. 

The following factors accelerate yellowing and fading: 

-Concentration of noxious gases 

Concentrations are highest in cities, on busy roads, in industrial areas, and 
in warehouses where fork lift trucks with gasoline engines are used. 

-Air circulation around the fabric 

Air circulation should be low. This means low ventilation of storage rooms. 
It is best to wrap the goods in air impermeable film. 

-Sensitivity of the goods 

Pale dyeings with low concentrations of Indigo, i.e. bleached, 
superbleached and stretch denim are particularly sensitive. Gases 
penetrate lightweight fabrics more quickly so they are more sensitive than 
heavier qualities. 

Treating fabrics that have been dyed with Indigo with Lava Jeans PRO 100 
greatly delays fading and yellowing during storage. It also gives the fabric 
a very nice hand. Lava Jeans PRO 100 should therefore be applied to all 
bleached denim dyed with Indigo and to lightweight cotton fabrics dyed 
with Indigo, e.g. for shirts. 

 
 
 
Application 

 

 

 

This product may be used in conventional textile finishing 
applications. For information on these applications please consult 
the Finishing Auxiliary technical data sheet. 

We recommend to use this product by creating a stock solution. 

 Stock solution creation 

Lava Jeans Pro 100 5-10 kilos per 100 kilos of water. 

Dissolving procedure:   Producing a 10% Dispersion    
                                      100 kg Lava Jeans PRO 100 
                                      898 kg water 

2 kg citric acid 

-water, citric acid and Lava Jeans PRO 100 heat up to maximum  
60- 70°C while stirring 
-stir homogen until totally dispersed 
-cool down while continuing to stir 
-also possible to dissolve the product in cold water, but in regards to  
good level of viscosity, we recommend to work with temperature as  
mentioned above 
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Softening of ready-made garments such as jeans in drum-type washing 
machines 

Add to the last rinse 

2 - 5 % o.w.g. Lava Jeans PRO 100 (from stock solution) 

1 - 3 % o.w.g. Lava Fix FF 

Set at pH 4 - 5 by adding approx. 1.0 ml/l acetic acid 

Bath temperature: 25 - 40°C 
Treatment time: 10 min 
Liquor ratio: 4:1 - 8:1    

 

Note: 

Applying common softening agents with Lava Jeans PRO 100 can impair 
the impact of Lava Jeans PRO 100. Silicone softening agents should not 
be used because they increase the risk of yellowing. 

 

 

 

 
 
 
 
 
 
   

 

DyStar Kimya Sanayi ve Ticaret Ltd. Sti  
Mecidiye Mah.Cenap Sahabettin Sok.No:24 

34718, Kosuyolu / Kadikoy  

Istanbul - Turkey 

Telephone         +90  216 544 15 00 
Fax(sales)         +90  216 339 90 48  

Fax (marketing)            +90  216 339 90 63 

DyStar.Auxiliaries@DyStar.com 

www.DyStar.com 

This information and our technical advice - whether verbal, in writing or 
by way of trials - are given in good faith but without warranty, and this 
also applies where proprietary rights of third parties are involved. Our 
advice does not release you from the obligation to check its validity 
and to test our products as to their suitability for the intended 
processes and uses. The application, use and processing of our 
products and the products manufactured by you on the basis of our 
technical advice are beyond our control and, therefore, entirely your 
own responsibility. Our products are sold in accordance with our 
General Conditions of Sale and Delivery. 
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