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Product Information Laundry Auxiliaries 
 

Lava® Fix NFA 

    

 

Function Water based product for spray coating, and fixation of pigments and 
dyes on garments, and other special effects. 

 

Properties - creates soft, transparent polymer film 

- wash fast 

- good exhaust properties 

- can be applied to ready-made garments in washing machines 

Chemical Characteristics Acrylic polymer dispersion  

Technical Data Appearance: white dispersion 

pH: approx. 2-4 

Ionicity: nonionic 

Dissolving procedure: dilute with cold water 

Shelf life: 12 months in closed original containers 

                                      Useless after frost effect. 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 



 

 

 

 

      

 

DyStar Kimya Sanayi ve Ticaret Ltd. Sti  
Mecidiye Mah.Cenap Sahabettin Sok.No:24 
34718, Kosuyolu / Kadikoy  

Istanbul - Turkey 

Telephone         +90  216 544 15 00 
Fax(sales)         +90  216 339 90 48  
Fax (marketing)            +90  216 339 90 63 

DyStar.Auxiliaries@DyStar.com 

www.DyStar.com 

 

This information and our technical advice - whether verbal, in writing or 
by way of trials - are given in good faith but without warranty, and this 
also applies where proprietary rights of third parties are involved. Our 
advice does not release you from the obligation to check its validity and 
to test our products as to their suitability for the intended processes and 
uses. The application, use and processing of our products and the 
products manufactured by you on the basis of our technical advice are 
beyond our control and, therefore, entirely your own responsibility. Our 
products are sold in accordance with our General Conditions of Sale 
and Delivery. 
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Application 

 

Spray coating on garments 
Lava Fix NFA can be used in many ways and concentrations depending 
on the desired resulting effect. Below we give guideline recipes only, pre-
trials must be made. 
 

Permanent wrinkles with normal fixing temperature resin 
Lava Pret RCI              50 -200 g/l 
Lava Fix NFA      50 -200 g/l 
 

Form and press creases 
Spray till fabric is slightly moist 
Dry and cure 15 - 20 min 150 - 160°C 
 
Permanent wrinkles with low fixing temperature resin 
Lava Pret RFL Plus      50 -200 g/l 
Lava Fix NFA                     50 -200 g/l 
Form and press creases 
Spray till fabric is slightly moist 
Dry and cure 15 - 20 min 110-120°C 
 
Pigment spraying 
Lava Fix NFA 50 - 200 g/l 
Pigment to desired color 
Spray, then dry and cure 15 - 20 min 110-120 °C 
 
Curing temperature of between 110-150°C must be used and the time 
determined according to the fabric and pre-application conditions.  Actual 
curing time is only measured once the temperature on the fabric reaches 
110°C - 150°C. Therefore time is required to reach this temperature.  We 
suggest using the following times should be sufficient for curing cycles, 
but stress pre-trials are necessary as times will vary depending on ma-
chinery. 
Pre-dried garments -       10 minutes 
Wet garments-            15-20 minutes 
 
Washing machine application for color fixing 
Lava Fix FF 2-5 g/l 
Lava Fix NFA 2-5 g/l 
10 - 15 min at 30 °C  
 
Hydroextract 
Tumble drying and/or curing 
At the washing machine applications under 100 C degree drying temper-
ature treatments, however due to the low application amount, residual 
monomer will not be a problem and  it is recommended to test the appli-
cation results. 

 


