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Product Information Process Auxiliaries 
 

Sera® Gal C-RFX 

 

Special product for dyeing of greige cotton 

 

Function Low-foaming special product for the dyeing of raw cotton and their 
blends, multifunctional auxiliary for the dyeing of cellulose 

Properties - Sera Gal C-RFX is a low-foaming compound product for the 
dyeing of raw cotton as well as for special applications in 
cellulose dyeing.  

- its main field of application is the dyeing of knitted fabrics, 
garments and cheeses consisting of raw cotton with substantive 
or reactive dyes. 

- the product is also compatible with critical reactive dyestuffs 
(e.g. anthrachinoid and phthalocyanine types). 

- Sera Gal C-RFX has simultaneous sequestering, levelling, 
dispersing and crease-preventing properties. In the dye bath it 
covers to some extent differences in affinity and improves the 
reproducibility. 

- in cheese and warp beam dyeing Sera Gal C-RFX improves 
additionally the penetration. It has no negative influence on the 
shade (particularly at reactive dyeings). The product can, of 
course, also be used for cellulose blended with other fibres (e.g. 
PES/CO). 

Chemical Characteristics Sulpho succinate, polyacrylate 

Technical Data Appearance: white, liquid 

pH: 7,5-8,5 

Ionicity: anionic 

Dilution procedure: in cold or warm water 

Shelf life: 1 year in originally sealed drums  

Stability: stable to acid and alkaline liquors as well as to 
liquors with a high content of electrolytes and to 
hard water 

Useless after frost effect 

Stir well before sampling or use 

Do not store product below + 3°C and above + 35°C 
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Application  

 
Dyeing of raw cotton 

The grey dyeing should preferably be applied for medium to dark 
shades. A grey dyeing is also possible with selected substantive dyes. 

For the dyeing of raw cotton, alone or in mixture with PES, we 
recommend 

1.5 - 3.0 g/l Sera Gal C-RFX 

depending on the degree of soiling of cotton or PES, on the problems 
with running creases as well as on the liquor ratio and water quality. 

The product should be dosed at least 10 min before the dyestuff is 
added, at least at 40°C. 

When dyeing raw cotton and its blends the dyeing temperatures should 
generally be as high as possible. In the case of reactive dyes this means 
that hot dyes should be preferred. At least the dyeing temperature 
should not drop below 50°C. 

On account of the introduced carbonate hardness during dyeing of raw 
cotton in deep shades it might sometimes be necessary to use 10 - 25% 
more alkali and salt than usual. 

Sized goods should be desized beforehand, as it generally refers to 
insoluble starch size or at least to sizes difficult to wash out. 

When dyeing wound packages and rovings a deaerator (e.g. 0.3 g/l Sera 
Air M-ELN) should be added (liquor direction inside/outside) at least 5 
min before Sera Gal C-RFX is fed. 

In the case of PES/CO dyeing the addition of low amounts of a separate 
anionic dispersing agent (e.g. Sera Sperse M-IS liq) is advisable. 

In case of knit goods we advise a short prerinsing at 40°C. 

The prerinsing process should be carried out in such cases 10 min at 30 
- 40 °C with 0.5 - 1.0 g/l Sera Gal C-RFX, the amount of Sera Gal C-RFX 
in the dye bath may even be reduced to 1.0 - 2.0 g/l. In case of EL 
blends with up to 5% EL share we recommend to use Sera Lube M-
CPOS with 0.5 g/l. In case of > 5% we don't recommend dyeing in grey 
state generally. 

As the dyeing of raw cotton extremely depends on the quality of the raw 
material as well as on the dyestuff, preliminary lab trials are advisable for 
each new article. Our Application Technology Department will be 
pleased to help. 
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Further applications 

With regard to the dyeing of man-made cellulosic fibres as well as 
prewashed natural fibres in order to improve the penetration of wound 
packages, to level out slight differences in affinity and to do without 
desulphurising of CV we ask you to contact our technical service. 

In this case the usual amounts are: 

1.0 - 2.0 g/l Sera Gal C-RFX. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

DyStar Kimya Sanayi ve Ticaret Ltd. Sti  
Mecidiye Mah.Cenap Sahabettin Sok.No:24 

34718, Kosuyolu / Kadikoy  

Istanbul - Turkey 

Telephone         +90  216 544 15 00 
Fax(sales)         +90  216 339 90 48  

Fax (marketing)            +90  216 339 90 63 

DyStar.Auxiliaries@DyStar.com 

www.DyStar.com 

 

This information and our technical advice - whether verbal, in 
writing or by way of trials - are given in good faith but without 
warranty, and this also applies where proprietary rights of third 
parties are involved. Our advice does not release you from the 
obligation to check its validity and to test our products as to 
their suitability for the intended processes and uses. The 
application, use and processing of our products and the 
products manufactured by you on the basis of our technical 
advice are beyond our control and, therefore, entirely your own 
responsibility. Our products are sold in accordance with our 
General Conditions of Sale and Delivery. 
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